FUERTE CNC MACHINING CENTER -
FUERTE CNC ISLEME MERKEZI

[

DIMENSION / Olgiler

1003680 oo -PROCESSING (SPINDLE) MOTOR
Isleme (Spindle) Motoru

High quality spindle motor ensures best quality
with high speed and precision for all applications.

Yiiksek kaliteli spindle motor sayesinde en iyi sonugla-
r hizli ve hassas bir sekilde alabilirsiniz.

-AUTOMATIC TOOL
MEASUREMENT

-STRUCTURE of CHASSIS / Sasi Yapisi

Reinforced, Vibration-Free, Rigid Chassis. In
addition to the 10mm sheet metal plate, a 12mm
compact table is applied on the chassis. This
process provides long-term use.

Guglendirilmis, Titresimsiz, Rijit Sasi. Profilden
olusturulan sasenin tizerine 10mm sag plakaya ilave
olarak 12mm compact tabla uygulanmaktadir. Bu
islem uzun vadeli kullanim saglamaktadir.

-SERVO MOTOR
All axis are driven by servo motors. It provides precise acceleration with the high speed. 'LI N EAR TOOL CHANG ER U N IT

Tum eksenler servo motorlar tarafindan striilmektedir. Yiksek hiz ile hassas ivmelenme saglamaktadir. Sabit Taklm De§i§til’me MagaZini
_LI N EAR G RU P Tools can be ready for cutting with the linear

. ] . o . _. . tool changer unit which is fixed on the chassis. .. -
High quality and high precision rail and rack/pinion are used for the axis movements to (10 tools) !
be affected by vibration at least.

Eksen hareketlerinin en az titresimden etkilenmesi icin yiiksek kalite ve yiiksek hassasiyetli ray, araba
ve kramiyer kullanilmaktadir.

Sasi Uzerinde bulunan 10’lu takim
degistirme magazini, islemlerinizi daha
hizli yapmaniza olanak saglar.

-AUTOMATIC LUBRICATION SYSTEM

Otomatik Yaglama Unitesi




21 36 Opsiyonel

21 28 Standart

-VACUUM ZONE / Vakum Bélgeleri

Thanks to its automatically working vacuum table, it ensures that the plate to be processed is held
more strongly. The machine with dimensions of 2100mm 2800mm has a vacuum table divided into 6
zones. (For the machine with 2100mm 3660mm processing capacity, it is 8 zones.)

Otomatik olarak calisan vakumlu tablasi sayesinde islenecek plakanin daha glicli tutulmasini saglar.
2100mm 2800mm olcilerinde ki makina da 6 bolgeye ayrilmis vakum tabla bulunmaktadir. (2100mm
3660mm isleme kapasitesine sahip makinada ise 8 bdlgedir. )

fuerte-2136

AUTOMATIC CLEANING & UNLOADING SYSTEM
Otomatik Siipiirme ve Bosaltma Unitesi

-CONTROL UNIT / Kontrol Unitesi -

PC BASED / Bilgisayar Tabanh

PC based control unit with his user friendly interface provides easy and productive usage for
operators.

Bilgisayar tabanli calisan kontrol tnitemiz kullanici dostu araylizii sayesinde kolay ve verimli kullanim
imkani sunmaktadir.

REMOTE CONTROL / Uzaktan Baglanti

With remote control features, easy to connect for our after-sales support team to
your machine whenever you need.

Uzaktan baglanti 6zelligi sayesinde ihtiya¢c duydugunuz her an satis sonrasi destek
ekibimiz baglanti kurabilir.

ADVANCE REPORTING / Gelismis Raporlama o

With advanced reporting features, machine can be used more &
effectively. l =
Gelismis raporlama &zelligi sayesinde makinaninizi daha efektif E\
kullanmaniza yardimer olur.

3D PREWIEV / 3D Goériintiileme
' With this features, user can see the 3D model of the working piece.
@ Bu 6zellik sayesinde kullanici, islenecek parcanin 3 boyutlu gorselini gorebilir.

-CAD CAM Program

We are providing a program ( Italian ) which has specially designed for wood lathe.
(Plus version is optional)

Makinalarimizda kullanilmak tzere 6zel tasarlanmis Cad Cam programi (ltalian)
(Plus versiyonu opsiyoneldir.)

/ Easy to program different kind of models.
~ Farkli modellerin kolay programlanabilmesi

/. It show 3D simulation for the model which has been made with the program.
" Cizilen modelin 3 boyutlu similasyonu

/, Easy to transfer documents and different formats from the other programs.
~ Diger formatlarda ki cizim ve dosyalarin kolay aktarimi
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